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GUARANTEED PERFORMANCE FOR CODE MAXIMUM OIL CONCENETRATION ( SANITARY SEWER 400 PPM, STORM SEWER 15 PPM)

© ParkUSA. ALL RIGHTS RESERVED.
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MAXIMUM FLOW RATE
25 — 25 GPM
50 — 50 GPM
ETC...

COVER TYPE
P — PEDESTRIAN DUTY
H — TRAFFIC DUTY

APPLICATIONS

O MAINTENANCE WASHDOWN &
PARKING GARAGES

O EQUIPMENT & TRANSPORTATION
WASHDOWN FACILITIES

O CARWASHES
O STORMWATER RUNOFF

O SERVICE STATION FUEL
DEPOTS

o MANUFACTURING FACILITY
EFFLUENT WATER

O REMEDIATION WATER
CLEANUP

O GENERAL INDUSTRY

GUARANTEED PERFORMANCE

A certified performance analysis
utilizing a propietary computer
program will accurately model
systems to ensure that their
effluent qualities meet the
required discharge criteria
(EPA and Local Codes)

Influent oily water contains
oil droplets of many different
sizes. These droplets rise
at different rates. Park
utilizes a statistical program
that divides the droplets into
ranges of sizes and calculates
the rise rates of each range.
This calculation determines
which droplets the separator
can capture.

Contact our Engineering Dept.
@ 800-256—-8041 for a free
performance evaluation.

Specifications

TANK DESI

GN:

COMPONENTS:

The tank shall be constructed of corrosion resistant
materials; coated steel or fiberglass construction.
All components shall be designed for structural integrity

for above grade installation.

Access frame & cover shall be fabricated with min.
1/4” thick nonskid floor plate, boltdown, gasketed,
& lifting handles. All materials to be corrosion

resistant.

Engineering Data

Interceptor is structurally and hydraulically engineered conforming
Nominal total liquid capacity

and oil holding capacity as indicated. Recommended for flow rates
as indiacted (consult Park for proper sizing).
shall submit performance calculations for oil & water seperation

to Uniform Plumbing Code.

certified by a licensed professional engineer.

dimensional data as shown.

Manufacturer

Field preparation
shall be completed prior to delivery of interceptor.
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